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System and method for transmission of 

data 

lis Pa' 60 ^ ^ ^ et, Inc. 

Depending on the type and amount of information contained, a data block may be 

enclosed in a single packet, or parceled into messages which in turn are ... 

Method and apparatus for proofreading in a computer system 
US Pat. 5576955 - Filed Jun 7, 1995 ■• Oracle Corporation 
8 becomes Hide Suggestions when suggestions are included in the Error List ... 
by a descriptive phrase to indicate the type of error enclosed in brackets. ... 

IViethod and apparatus for replacing resident peripheral device control .■. 

us Pat. 5659801 - Filed Dec 7, 1994 - EMC Corporation 

If an initiator command was previously detected by new microcode when an initiator 
... This is illustrated use of an error detection code included with the ... 

Comoosite !C card 

If the matching results, the next step is executed; otherwise, the error .... 
Storage area specification is included in the read command or in the write ... 

Transmitting device, receivin g device, s ystem, an d method for transmitting .■. 
US Pat. 5550756 - Filed Aug 4, 1994 - Matsushita Electric industrial Co., l..td. 
Difference image data is enclosed 20 with a parenthesis ()• For example (1 :2) 
represents ... (2) When an error occurs in transmission of a data packet to a ... 

SCSI-coupled module for monitoring and controliing SCSI-coupl ed raid bank .■. 

3B will typically be enclosed in a utility closet within an office building ... 
the technician will be dispatched to remove the failed drive (eg) and insert ... 

SCSI-coupled module for monit oring a nd controlling S CSI-coupled raid bank .■. 

. '\- ;n^eo^ ^:\^^ . , WV Conner Peripherals, Inc. 

Furthermore, software should be included in a nonvolatile portion of one or both 

... The seven SCSI devices 141-146150 are all enclosed within a double full ... 

Shared memory multiprocessor system and method with address translation .■. 

US Pat. 6510496 - Filed Feb 1 1 , 2000 - Hitachi, Ltd. 

Characters enclosed in parentheses are abbreviations used in the embodiment. ... 
It is issued in the case where a read command of the CPU has failed. ... 

Recording apparatus including control error detection 

As described above, if an error occurred in a control 5 command or the like ... 
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The cut sheets are 50 enclosed in a paper cassette attached to the LBP. ... 

SCSI-coupled module for monitoring and controlling SCSI-coupled raid bank .■. 

US Pat. 5835700 - Filed Aug 16, 1996 - Seagate Technology, Inc. 
Furthermore, software should be included in a nonvolatile portion of one or both 
... The seven SCSI devices 141-146, are all enclosed within a double full ... 
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